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Garage/Ceiling Lighting    

                                                         
PG-610 Series                      PG-620 Series 
(Ceiling Mount)     (Ceiling Mount) 

40W/80W                40W/80W 

      
 

 

PG-610 Series                                                             PG-620 Series 

Photometric Curve                                          Photometric Curve 

                                                

Dimensions: 380Ǔ x H205    Dimensions: 315x315x254 
 

Protection Class: IP43 
 

Fixture Characteristics: 

- Die cast aluminum housing with powder coated finish for corrosion resistance. 

- UV stabilized and heat resistant clear polycarbonate lens. 

- Light weight and compact structure for easy maintenance. 

- electronic ballast features high power factor  / 0.95 power factor 
 

Applications:  Parking garages, gas stations, schools, shopping malls 

Color Temperatures:  Available in color temperatures ranging from 4100K - 6500 K / 

standard color temperature is 5000K     

Lamp Features:  Flicker free / ñinstant onò / ñinstant re-strikeò 

Voltage:  120 ï 277V 
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WALLPACK ` LIGHTING  

WP-640 Series 
 

 
Dimensions: 

450x330x250 

 
 

Protection Class: IP54 

Characteristics: 

- Die cast aluminum alloy casing with 

powder coated surface for corrosion 

resistance and durable use. 

- High quality pure anodized aluminum 

reflector and UV stabilized prismatic 

lens for beautiful contour. 

- Gas tight silicon rubber seal made for 

wet locations. 

-  electronic ballast features high power 

factor 0.95 power factor 

Applications: Outside building security, restaurants, drive throughs, employee entrances 

 

Available Wattages:  40W, 80W induction lamp.  

 

Color Temperature:  Available in color temperatures ranging from 4100K - 6500 K / 

standard color temperature is 5000K  

 

Lamp Features:  flicker free / instant on and re-strike.   

 

Voltage:  120V ï 277V  
 

PHOTOMETRIC :   

WP-640 Series 
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HIGHBA Y LIGHTING 

                                               
HB-410 Series (Aluminum)                     HB-420 Series (Prismatic) 
Aluminum vacuum plated dome    Heat resistant polycarbonate  

with gearbox and 20" glass lens    reflector.  UV stabilized 

(T shape installation bracket)    polycarbonate lens. 

80W/120W/150W/200W    80W/120W/150W/200W 

      
 

HB-410 Series (Aluminum)                                      HB-420 Series (Prismatic)                          

Photometric Curve                 Photometric Curve              

        
Protection Class: IP43 
 

Ballast Casing:  Die cast aluminum ballast casing with powder coated finish for 

corrosion resistance. 

- Maintenance free system eliminates expensive lamp replacement cost where access is 

difficult or costly. 
 

Applications: warehouses, supermarkets, retail showrooms, exhibition halls, factories, 

workshopsé 
 

Lamp Features:   

-Maintenance free system eliminates expensive lamp replacement cost where access is 

difficult or costly. 

-flicker free - instant on and re-strike 

> electronic ballast features high power factor / 0.95 power factor 

Voltage:  120V ï 277V 
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GAS STATION LUMINAIRE  

GS-630 Series 
 

 

IP Rating:   IP 66 
 

Features: 

· Steel shell, with clear tempered glass lens, 

aluminum vacuum plated reflector 

·electronic ballast features high power factor 

(>0.95), flicker free, low loss,   constant 

output

 
 
Dimensions (mm):  550x550x247   

 

Applications:  Gas Stations, parking garages, schools, shopping malls. 

 

Available Wattages:  120W/150W/250W 

 

Lamp Features:  100W & 150 induction lamp / Available in color temperatures ranging 

from 4100 - 6500 K / standard color temperature is 5000K / flicker free - instant on and 

re-strike.   

 

Voltage 120-277. 
 

PHOTOMETRIC:   GS-630 Series 
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SHOEBOX LIGHTING  

 
SB-910 Series 
 

IP Rating:   IP54 

Characteristics: 

- Extruded aluminum incorporating 

precision, no weld clamp joint construction 

and sealed silicone raceway captive top. 

- Clear anodized extruded aluminum frame. 

- Self-hinge opens 180 degrees. 

- Flat tempered safety glass encased with 

EPDM gasket is standard. 

- Oven baked acrylic enamel coatings 

utilizing four stage zinc chromate 

pretreatment used for long life. 

- Electronic ballast:  >0.95 power factor 

Applications:  Parking lots, pedestrian walkways & other area and roadway lighting 

Lamp Features:  100W, 200W & 250w round or rectangle shaped induction lamp.  Available in 

color temperatures ranging from 4100 - 6500 K / standard color temperature is 5000K / flicker 

free  / instant on and re-strike 

Voltage:  120-277 

DIMENSIONS:   

PHOTOMETRIC:   
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FLOOD LIGHTING  
 

          
FL-310 Series FL-320 Series FL-330 Series 
40W/80W/120W/200W       40W/80W/120W/200W 120W/150W/200W 

  
 

 

 

FL-310 Series                         FL-320 Series FL-330 Series 

Photometric Curve                Photometric Curve Photometric Curve 

                                
Dimensions (mm):                        Dimensions (mm):  Dimensions(mm): 

290x220x190 (40W)                 180x330x110 (40W)                    590x380x200 (120/150/200W) 

416x323x270 (80/120W)          354x374x130 (80W) 

566x440x410 (200W)               418x460x160 (120W) 
                                             550x647x227 (200W)  

Protection Class: IP65 
 

Fixture Characteristics: 

- Die cast aluminum housing with powder coated finish for corrosion resistance. 

- Anodized aluminum reflector and crystal clear tempered glass lens; designed for 

optimal light distribution. 

- High quality gas tight silicon rubber seal made for wet locations. 

- electronic ballast features high power factor  / 0.95 power factor 
 

Applications:  Billboards, buildings, parks, pools, gymnasiums, parking lots, plazas,  

 

Color Temperatures:  Available in color temperatures ranging from 4100K - 6500 K / 

standard color temperature is 5000K     
 

Lamp Features:  Flicker free / ñinstant onò / ñinstant re-strikeò 

 

Voltage:  120 ï 277 
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ROADWAY LIGHT S (A) 

       
RW-710 Series                      RW-720 Series 
Aluminum die-cast, with tempered   Aluminum alloy shell, with tempered  

glass lens       glass lens and single light 

80W/120W/150W/200W    40W 

      
Dimensions(mm):      Dimensions(mm): 

1100x420x180      755x305x210 

 
RW-710 Series                                                          RW-720 Series                          

Photometric Curve                 Photometric Curve              

         
Protection Class:  IP Class:  IP 65 

 

Lamp Features:   

·  High-pressure die cast aluminum frame and stretched aluminum housing with  powder coating  

finish  

·  High purity aluminum reflector with vacuum coated inner surface. 

·  Heat-resistant tempered glass lens. 

·  Heat-resistant gas-tight silicone rubber seal. 

·  Optional photocell to maximize energy saving. 

 

Additional  Features:  high lighting efficacy, long lifetime, good color rendering, stable output, e 

Electronic ballast features high power factor, flicker free, low loss, constant outputé 

 

Applications:  Streets, Freeway, highway, parking lots, public entrances, off-street areas. 

 

Voltage:  120-277v 

 
 


